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Find nearest location
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APPROVAL PROCESS

BOP Armor JOB: DATE:

MEETS DIMENSIONAL SPECIFICATIONS:       YES       NO

MEETS MATERIAL SPECIFICATIONS:       YES       NO

MEETS PRESSURE / TEMPERATURE SPECIFICATIONS:       YES       NO

NOTES:

ENGINEER NAME:

ENGINEER SIGNATURE:

Print setting must be on 
best quality for scanning
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MWHFIREWALL5000-16 1” WP 350 BARBLOW OUT PREVENTER CONTROL HOSE 5000 PSI

TEST DOCUMENTATION
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BOP Armor
Tube Synthetic rubber  Cover Stainless steel armor, .08” armor wall, protects against impacts, wear, handling, etc.
Reinforcement High tensile steel wire spiral layers
Fire Protection 

better against abrasion

BOP Red
Tube Synthetic rubber        Cover
Reinforcement High tensile steel wire spiral layers

Safety Factor 4 to 1
Proof tested to 1.5 x WP

larger hex and longer threads for easier 
installation of hammer unions.

Approvals (both require the hose to handle 1,300° F for 5 minutes)
API 16D Control Systems for Drilling Well Control Equipment

-20° F to 212° F

Fire Rating 
for 5 minutes (API 16D requirements)

BOP Armor 
API 16D

BOP Red 
API 16D


